
La macchina in oggetto è stata specificamente progettata per produrre fedi e fedine di varie forme ( mezzatonda, piana ecc. ) con il dia-
metro interno delle stesse prestabilito. A questo scopo è stato utilizzato, per l'impianto elettronico di controllo, una centralina ( COMPU-
TER ) in grado di controllare tutte le funzioni esistenti nella macchina stessa. Questo consente di controllare, sia il diametro interno della 
fede, sia il numero dei pezzi desiderati e il completo ciclo di lavorazione ( compreso di carico e scarico dei pezzi). I modi di lavorazione 
della macchina sono essenzialmente due; in automatico e in manuale. Sulla funzione di manuale è possibile programmare una sola mi-
sura, ed è sprovvisto del ciclo di caricamento in automatico del pezzo. Sulla funzione di automatico è possibile programmare più misure 
da lavorare, e il numero dei pezzi per ogni misura che intendiamo avere. Questo ciclo è completamente controllato dal computer e quin-
di una volta impostati i dati e caricati i pezzi nel caricatore automatico, non è richiesta la presenza dell'operatore. Finita la fase di lavora-
zione la macchina si fermerà da sola. 
 
ALTEZZA 1600 mm. LARGHEZZA 800 mm. LUNGHEZZA 800 mm. 
MIN. DIAMETRO FEDE 13 mm.  MAX. DIAMETRO FEDE 23 mm. 
MAX. LARGHEZZA FEDE 13 mm.  
DIAMETRO ALBERINO DI LAMINAZIONE 8 o 10 mm. 
DIAMETRO ROTELLA DI LAMINAZIONE 115 mm. 
PRESSIONE ARIA COMPRESSA 5 Atm. 
ALIMENTAZIONE 380 Volt. + N POTENZA 2 kW  
PESO 380 Kg PESO CON IMBALLO 480 Kg. 

This machine has been specifically planned for producing wedding rings 
of different shapes ( half - round, flat etc. ) with the internal diameter fixed 
in advance. For this purpose, we have used, as electronic plant of check, 
a gearcase (COMPUTER), which is able to control all the machine func-
tions. All this allows to check the internal diameter of the wedding ring, 
the number of the wanted pieces and the complete working cycle ( in-
cluding the lood and the unlood of the pieces ). The machine workings 
are essentially two : automatic and manual. When you use the machine 
in the manual working, It is possible to program only one size and it is 
unprovided of the automatically lood cycle of the piece. When you use 
the machine in the automatically working, it is possible to program more 
than one size to work and the number of the pieces for each size you 
want. This cycle is completely controlled from the computer, so that, 
once you put the information and the pieces in the automatically looder, 
you do not need the operator. When the working 
 phase is finished, the machine will stop itself. 
HEIGHT 1600 mm. WIDTH 800 mm. LENGTH 800 mm. 
MIN. WEDDING RING DIAMETER 13 mm. MAX. WEDDING RING  
DIAMETER 23 mm. 
MAX. WEDDING RING WIDTH 13 mm. DIAMETER OF THE  
ROLLING SHAFT 8 OR 10 mm. 
DIAMETER OF THE ROLLING WHEEL 115 mm. 
PRESSURE COMPRESSED AIR 5 Atm.   
FEEDING 380 + N + T POWER 2 kW. 
WEIGHT 380 Kg. WEIGHT WITH PACKING 480 Kg. 
SIZE OF THE PACKING 1200 x 1100 x H2050                                                                          
 

AUTOMATIC ROLLING MILL FOR WEDDING RINGS  
EQUIPPED WITH COMPUTER 

LAMINATOIO PER FEDI ATTREZZATO CON COMPUTER 
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